1\21064 - Richard Bland College\RBC Tanks\Sheets\Water\Storage Tank Drawings\E4.dwg

<
3 N
x S Z 2
NN IVOLTAGE: 277/480, PHASE: 39, WIRE: 4 Hp n P O S .
_ PAN EL P MCB: MLO, MOUNTING: SURFACE PAN EL L 1 q') - é E
LEGEND PANEL ASSEMBLY SHALL BE RATED FOR UTILITY VOLTAGE: 120/240, 1-PHASE, 3-WIRE ﬂ 28 S
. FAULT KAIC MIN. MCB: 100A, MOUNTING: SURFACE " o & E E E
/168" PLATE STEEL :@:_[ DUPLEX RECEPTACLES ENCLOSURE: NEMA 4 PANEL ASSEMBLY SHALL BE RATED FOR 10 KAIC MIN. I ; » 3G ; &
400 AMP ENCLOSURE: NEMA 4 e O ow=
N.E.C. | NATIONAL ELECTRIC CODE ] " O z & Be g
| - & - S BESZ
GFJ. | GROUND DEFAULT CIRCUIT INTERRUPTER ] TO FEED ABC TO FEED 10 FEED A 5)0 TO FEED ; A E E :é 9
| CONDUIT DOWN 60 20 ' :) 20 = E}z -
| _.._U | | B | 1 Ef“\ l LIGHTING 1 Eﬁ F\E 2 |[RECEPTACLE = = " E E % g
B PUMP CONTROL PANEL|{ 3 —" LIGHTING —— >—14+1—" "~ 4 |AUTO DIALER 3|5 z 85k
T T TRANSFORMER 60 20 ~ ~~ 20 > |2 M) CSEEE
' RECEPTACLE 5 ¢ 0 6 | OBSTRUCTION LIGHTS 9|
"' —— R 7— ¢ GENERATOR HEATER 75 1 “— 8. o
| o o | CIRCUITBREAKER 9 — I GENERATOR RECEPTACLE [9 — 10|, a
A —o | CONDUIT UP 11— ! 11— — —12f. 2
. - 13 7N ¢ 13 N & 7N 14 Ej
| WP. | WEATHER PROOF 15~ 5~ ~_ 15 G «:%
~ ¢ M.C. MOTION CONTROL W/ PHOTOCELL ] 17— ¢ 17 — $—" —18 RA News
 HERM OSTAT ' I 19—: ' 19— ¢ 720 OBERT ANDREW NEISZ, Il
S — 21— 21— T 22] sl X2, Mo 10041 &
PRESSURE SWITCH 23— ’ 23— . 24 < ‘}g»&& 2140 7‘@\@’
) N o~ ~~ [oNAY, ©
TYPE A|B | C COMMENTS o 1 2o 20 5 [ o
27“—'—“‘ 27 — 728 © g
D 6" | 6" | of TANK 29— $ 29— $— - 30 S
@ |88 | ortaNk 33— 33— 34
® |6 | orrank ] o~ g
" J " | ——f_-\ — S
@ |e|e| 2 GENERAL NOTES: 4 it — =
T SLOPE | WELD 3X3%3/16 ANGLE IRONTO 1. KAIC RATING MUST EXCEED FAULT CURRENT AVAILABLE o 8
HEATER 6" | 6" FROM THE UTILITY. OBTAIN UTILITY FAULT CURRENT DATA
OF TANK PLATE FOR HEATER MOUNTING BEFORE ORDERING PANEL - %
SWITCH 6" | 4 FIT SLOPE I‘lID.I o
1 GANG OF TANK 2. ALL WORK SHALL BE DONE TO THE REQUIREMENTS OF THE
SWITCH 1T SLOPE 2002 NATIONAL ELECTRIC CODE. LIGHTING FIXTURE SCHEDULE = D
6" 8" “
TYPE MANUFACTURER AND CATALOG NUMBER LAMP(S
2 GANG OF TANK 3. SEE STORAGE TANK BASE ELEVATION FOR MOUNTING VOLTAGE ) - REMARKS é
RECEPTACLE | & | 4" o DIMENSIONS OF LIGHTS AND HEATERS. (1) | COOPER LUMARK IP IMPACT TRAPEZOID MHIPT175120 | 120V | 175 WATT METAL HALIDE CUTOFF WALL PACK, BRONZE COLOR S 9
BATTERY LIGHT, NICKEL CADMIUM BATTERY, 12V FOR WET LOCATIONS -—
4. MOUNT LIGHTS TO BE ACCESSIBLE FROM LADDER FOR (2) | COOPER SURE-LITES UMB-16 120V | 2-LAMP HALOGEN | \n\yTH LAMP RESTRIKE TIME DELAY - <
MAINTENANCE.
@ COOPER REGENT MS80 120V 150 WATT HALOGEN MOTION DETECTOR FIXTURE W/ 110° SENSOR, BRONZE COLOR 'I(S E
5. INSTALL PROPANE TANK IN ACCORDANCE WITH CODE FLUORESCENT WALL FIXTURE, 26 WATT LAMP, 1L
REGUIREMENTS. @ APPLETON STYLMASTER VPWB SERIES 120V 20 WATT WALL BOX MOUNTING. PLASTIC GLOBE AND GUARD itll
6. ALL ALARM CABLES SHALL BE SHIELDED CONDUCTORS.
MOUNTING PLATE DETAILL 7. ALL CONDUCTORS SHALL BE COPPER.
SCALE: NTS
X <
2
THROUGH DRILL TOP AND BOTTOM UNISTRUT USING MINIMUM E &
3/8" RUST RESISTENT BOLTS, WASHERS, LOCK WASHER AND NUT. L - >
GALVANIZED KNOCKOUT OR SOLID UNISTRUT CHANNEL.
CUT UNISTRUT CLOSE TO POST OR FILL OPEN AREAS WITH CLOSURE STRIPS O, w
EQUIPMENT AND INSTALL SQUARE LL]
UAIN CIRCUIT BREAKER END CAP TO PREVENT PERSONNEL CAP TOP OF CONDUIT _ O
ATED P S INJURY. FILE ALL SHARP AREAS. -
EQUIPMENT (SEE NOTE 1) o o
DDE EDU'DDEJD'DDUGDU[EJUEDUUDQEO_Eﬂg_?ﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂ I l o 9 o
AUTOMATIC TRANSFER SWITCH : : o n -
3" GALVANIZED | c o ggdﬁ?RED 290 O O 0
4 300, 212" C (4) 310, (1) #6 (3) #6, (1) #10 (3) #2, (1) #8 RIGID CONDUIT : : & w < =
/' ‘ /GND 2-1/2" C /GND 1" C GND 1-1/2"C ° 0 D <0 z m m
o o 2
- - PUMP —-QL : : z X j - il o
CONROL : ; | 3 =
PANEL "P" PANEL PANEL "L" w_i:ouunnnunuauunu%‘unnnnnnnnnnunnnnuunuunﬂanw f? m w %
VERTICAL UNISTRUT AS © Z < 3
) | REQUIRED FOR 0 ; Y
') oA . . | EQUIPMENT MOUNTING 0 O =
Q
g o <© a:
25 KVA 120/240 10 _t o |_ g
. Xl e < %
480/277 VOLT, UT('#TY y # 0C > b
3-PHASE SERVICE 480V 30 :
CABINET 200A 120/240 12 ® L &
o Uy | SPACE AS REQUIRED -— 2
TRANSFORMER. L #8 AWG GROUNDING NOT TO EXCEED 5-0° Il °
CONDUCTORS ‘ _ ELECTRODE CONDUCTOR BETWEEN POSTS
FURNISHED BY UTILITY e #6 (4) 3/0, (1) #6
GND 2-1/2" C L CONCRETE _
— L
: | 60 KW 0 | « T
DRIVEN GROUND S
S )  GENERATOR (2) #4, (1) #8 GND, 1" C o S S
120A “lQ z |z |8
#4 AWG GROUNDING 0 Q—' N €[]~
ELECTRODE CONDUCTOR : w .
GALVANIZED |4 | 5]
‘ UNISTRUT CHANNEL A | oWy 2
— | .
(4) #2, (1) #6 GND 1-1/2" C NOT TO SCALE E w O % ”3‘
7| & ale |k
RISER DIAGRAM TYPICAL OUTDOOR EQUIPMENT MOUNTING FRAME SHEET
SCALE: NTS

BEFORE DIGGING CALL "MISS UTILITY"
OF VIRGINIA AT 1-800-552-7001 OF



