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R. STUART ROYER & ASSOCIATES. INC.
CONSULTING ENGINEERS AND SURVEYORS
APRIL 1, 1996
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PRINCE GEORGE, VIRGINIA

VEMENTS

GENERAL NOTES

1. ALL BOUNDARY OR PROPERTY LINE MARKERS DISTURBED SHALL BE
REPLACED AT THEIR ORIGINAL LOCATION AT NO ADDITIONAL COST.

2. CONTRACTOR SHALL NOTIFY MISS UTILITY (TELEPHONE NO. _
1 —800—~522—7001) 72 HOURS PRIOR TO CONSTRUCTION START—UP ;-
FOR EXACT LOCATION OF EXISTING UNDERGROUND UTILITIES.  ;
3. FORCE MAIN SHALL BE INSTALLED WITH A MINIMUM COVER OF
3.5 FEET.
4. ELEVATIONS ARE BASED ON USC AND GS DATUM. I
5. CONTRACTOR SHALL INSTALL A CONSTRUCTION ENTRANCE WHEREVER Y
CONSTRUCTION VEHICLES ENTER OR EXIT SITE (SEE EROSION AND ~
SEDIMENT CONTROL SHEET FOR DETAIL).
6. PROPERTY LINES SHOWN ON PLANS ARE BASED ON FIELD SURVEY,
PROPERTY PLATS AND TAX SECTION MAPS. _
7. CONTRACTOR SHALL PROVIDE PROTECTION TO STOCKPILED MATERIAL
DURING BORING UNDER STATE ROUTES 644 AND 156.
8. MANHOLES SHALL BE 4 FEET IN DIAMETER AND ACID RESISTANT
UNLESS SHOWN OTHERWISE.
9. MANHOLE FRAMES AND COVERS SHALL BE STANDARD
UNLESS SHOWN OTHERWISE. y
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