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This method of inlef protection 1s applicable at curb inlets

where an overflow capability is mecessary to prevent excessive
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EROSION CONTROL NARRATIVE

1. NOTIFY THE INSPECTOR WITH JAMES RIVER SOIl AND WATFER CONSERVATION DISIRICT
AT 748-2235 OR 733—-2388 FOR A PRECONSTRUCTION MEETING AND ON-SITE VISIT ONE
WEEK PRIOR TO BEGINNING CONSTRUCTION.

INSTALL CONSTRUCTION ENTRANCE, CHECK DAM, AND SILT FENCE AS PER PLAN.
CLEAR AND STRIP TOPSOIL FROM ROAD.
BEGIN ROUGH GRADING OF ROAD.
INSTALL STORM SEWER AND OUTFALL DITCH AS SHOWN.
INSTALL INLET PROTECTION AS SHOWN.
INSTALL UTILITIES AS PER PLAN.
FINE GRADE SITE.

INSTALL CURB AND GUTTER AS PER PLAN.

W N mg.@n A W N

PLACE BASE STONE AND PAVEMENT AS SHOWN ON PLANS.

10. SEED DENUDED AREAS AS SOON AS POSSIBLE AND MULCH ALL DISTURBED ARFAS.

11.  CONITINUING MAINTENANCE PRACTICES SHALL BE PERFORMED TO INSURE PROTECTION OF
DOWNSTREAM PROPERTIES.

12. NO EROSION CONTROL DEVICE SHALL BE REMOVED UNTIL. AN ADEQUATE STAND OF
GRASS HAS BEEN OBTAINED.

NOTE: |
ALL EROSION AND SEDIMENT CONTROL MEASURES SHOWN ON THE PLAN ARE TO BE
CONSTRUCTED, MAINTAINED, AND REMOVED IN ACCORDANCE WITH THE CURRENT EDITION

OF [HL VIRGINIA EROSION AND SEDIMENT CONTROL HANDBQOK.
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